


How to Order

A typical order number consists of the model number, type, output signal, pressure range, and calibration pressure.

Model    Type  Pressure Range*
860 D = Differential 0……0.5 to 5” WC

        or Gage** 1……>5”  to 13” WC
2……>0.5P to 1P
3……>1P to 5P
4……>5P to 15P
5……>15P to 30P
6……>30P to 40P

* EXAMPLE: 860D-01 Cal Pressure=6” WC You must indicate exact pressure unit should be calibrated to since
   “Pressure Range” is not a specific number. (This unit has an output of 1-5 VDC & will be calibrated to 6”WC.) If a
    custom output is needed the exact output must be specified.

** With a gage application, one of the two ports is vented to atmosphere.
*** With a 1-10 VDC output as well as with a 4-20 mA output that needs to drive a 500  load a 18-24 VDC/24 VAC

input is required.

Optional Items
NEMA 4 enclosure
DIN Rail Mounting Kit

Warranty

Any regular Auto Tran product that proves to be defective in material or workmanship within a warranty period of two (2)
years will be repaired or replaced when returned freight prepaid.

Note: Auto Tran reserves the right to change its specifications at any time, without notice.  Auto Tran is not expert in the
customer’s technical field and therefore does not warrant the suitability of its product for the application selected by the
customer.

Output Signal
0……1 to 5 volts
1……1 to 6 volts
2……1 to 10 volts***
3……4-20mA (250Ω load)
4……4-20mA (500Ω load)***
5……Custom Output
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